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DESCRIPTION

The Manual Desiccant Filling Machine is designed 
to fill aluminum, stainless, and plastic spacer bars 
with silica-based desiccant material to help prevent 
moisture and humidity inside insulated glass units. The 
machine features an integrated heating resistance 
and a vibrating system that ensures the desiccant 
is distributed evenly throughout the spacer bars. Its 
workbench allows multiple spacers to be filled at the 
same time, providing an efficient solution for manual  
spacer preparation.

SPECIFICATIONS

25 kg 
TANK CAPACITY

DESICCANT FILLING  
MACHINE

HIGHLIGHTS

Compact and Space Saving Design
Easy Installation
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DESICCANT FILLING MACHINE

TECHNICAL SPECIFICATIONS

W L H

SM26 15.75”
(400 mm)

100.39” 
(2550 mm)

78.74” 
(2000 mm)

FEATURES

ELECTRICAL  
HEATING

Keeps the desiccant material warm 
in the material tank for consistent 
filling performance. 

MULTIPLE SPACER  
FILLING

Allows several spacer bars to be 
filled simultaneously, improving 
production efficiency. 

COMPLETE FILLING WITH 
VIBRATION

Vibration and pneumatic systems 
ensure fast, complete, and uniform 
desiccant filling.

EXCESS MATERIAL  
COLLECTION

Collects surplus desiccant for 
efficient handling and reduced 
material waste.

MATERIAL FLOW  
OBSERVATION

Allows operators to monitor 
material flow for smooth and 
controlled filling.


